MAIN PROPERTIES OF MEDIUM DENSITY FIBREBOARD (MDF)
Standard Size : 4'X8',6'X8"' Thickness : 2-40 mm.

Properties

THICKNESS

WIDTH AND LENGTH

DENSITY

TOLERANCE ON MEAN DENSITY WITH A PANEL
MODULUS OF RUPTURE (MOR)

MODULUS OF ELASTICITY (MOE)

INTERNAL BOND (IB)

MOISTURE CONTENT
THICKNESS SWELLING 24 hrs.

SCREW HOLDING : FACE
. EDGE

FORMALDEHYDE CONTENT : CLASS E1
: CLASS E2

FORMALDEHYDE EMISSSION FOR CARB

Remark :

Unit

mim.
M.

Kg/m
Kg/m
N/mm?
N/mm
N /mm?
(%)
(%)
N
N

mg/100g oven dry board
mg/100g oven dry board

(ppm)

3

3

* Screw withdrawal test on board of 215 mm. thickness

**Thin MDF maximum thickness 8 mm

Ranges of nominal thickness (mm

Test Method

0.2 EN 324-1
£5.0 mm EN 324-1

£7%
_ None | Nome | 2700 [ 2700 | 2500 | 2200 | 2200 | 2100 [ 190 | EN310
065 | o065 | o065 | 065 | o060 | 055 | 055 | 055 | 05 | EN319
4-11

170 [ 150 | 120 | 120 | 100 | 80 | EN317
EN 320
Content<8
8<Content<30

ASTM D6007



